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MODEL:EXPANDABLE 

COMPLETED ASSEMBL V 

DESCRIPTIOI QTY ITEM DRAWING JESCRIPTIOI 
CAP COVER 

PanelG 1 Pc M () 
(Cocoa) 

CAP COVER 
(Albany) 

PanelH 1 Pc N � SHELF 
SUPPORT 

Panel I 1 Pc 0 � 
ALLEN 
KEY 

PanelJ 1 Pc 

METAL 
ROD 4 Pcs 

JCBD 
SCREW �0Pcs 
M6X45 

NOTE: MUST TIGHTEN SCREWS PERIODICALLY. SCREWS MAY COME LOOSE OVER TIME. I CHECK TIGHNESS OF ALL SCREWS EVERY 6-8 WEEKS. 

CLEANING INSTRUCTION 
Alter assembly, wipe with a clean damp cloth. 
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CD 
Note that there are two 
Bookcase "boxes" that we will 
make first, one with panels A & B 
and the other with panels B & E 
There are 2 x panel B's 

Attach panel D to panels A 
& B with screw L. Make 
sure the grooves on A & B 
align toward the center to 
insert back panel C 

Be careful to keep 0 panels A & B from 

® 

separating until they are 
attached to the side 
panels later 

Box 1 

Attach panel F to panels E 
& B with screw L. Make 
sure the grooves on E & B 
align toward the center to 
insert back panel C 

... 

... 

Box 2 

® 

MODEL:EXPANDABLE 

Cover screw heads with 
cover caps M by pushing them 
firmly into place 

Box 1 

Please attach pin N 
to box 1, this pin will 
stick into top panel G 
in the step 9 

Box 1 

Cover screw heads with 
cover caps M by pushing them 

firmly into place 

Box2 

NOTE : MUST TIGHTEN SCREWS PERIODICALLY. SCREWS MAY COME LOOSE OVER TIME. 
CHECK TIGHNESS OF ALL SCREWS EVERY 6-8 WEEKS. 

CLEANING INSTRUCTION 
Alter assembly, wipe with a clean damp cloth. 
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0 Be careful to keep 
panels E & B from 
separating until they are 
attached to the side 
panels later 

Box2 ® Keep both boxes with panels C oriented up. 
Invert them so box 1 faces the opposite way 
from box 2. The pin N on box 1 should extend 
towards panel G 

Simply align panels H and 
G so that the pins extend 
into the grooves and you 

are ready for the next step 

MODEL: EXPANDABLE

® 

.,,. 

.,,. 

Attach panel J to Box 2 
and top panel G using 
screws L 

Please attach the second 
N pin to panel H 
(the bottom panel, this will 
stick up into box 2 panel 
E in the next step) 

Attach panel I to Box 1 
and bottom panel H using 
screws L 

NOTE : MUST TIGHTEN SCREWS PERIODICALLY. SCREWS MAY COME LOOSE OVER TIME. 
CHECK TIGHNESS OF ALL SCREWS EVERY 6-8 WEEKS. 

CLEANING INSTRUCTION 
After assembly, wipe with a clean damp cloth. 
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Insert rods K into the reverse side 
of Box 1 and Box 2. You will have 
to gently bend the rods slightly 
to allow insertion. 

NOTE : MUST TIGHTEN SCREWS PERIODICALLY. SCREWS MAY COME LOOSE OVER TIME. 
CHECK TIGHNESS OF ALL SCREWS EVERY 6-8 WEEKS. 

CLEANING INSTRUCTION 
Alter assembly, wipe with a clean damp cloth. 




