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SAFETY INFORMATION

Please read and understand this entire manual before attempting to assemble, operate or install the 
product. 

        WARNING
• IMPORTANT:  NEVER attempt any work without shutting off the electricity.
• Go to the main fuse box, or circuit breaker, in your home. Place the main power switch in the 

“OFF” position and unscrew the fuse(s), or switch “OFF” the circuit breaker switch(es), that control 
the power to the fixture or room that you are working on.

• Place the wall switch in the "OFF" position.  If the fixture to be replaced has a switch or pull  
chain, place those in the "OFF" position.

• Do not touch hot LED.
• The LED light output is strong enough to injure human eyes. Precautions must be taken to prevent  

looking directly at the LEDs with unaided eyes for more than a few seconds.
• WARNING: California Prop 65: This lighting fixture contains chemicals known to the state of 

California to cause cancer, birth defects, and/or other reproductive harm.  Wash hands after use.

CAUTION
• Read and understand all instructions and illustrations completely before proceeding with assembly 

and installation of this fixture.
• If you have any doubts about how to install this lighting fixture, or if the fixture fails to operate 

completely, please contact a qualified licensed electrical contractor.
• All parts must be used as indicated in these instructions.  Do not substitute any parts, leave parts 

out, or use any parts that are worn out or broken.  Failure to obey this instruction could invalidate 
the UL listing, C.S.A. certification, and/or ETL listing of this fixture.

• This fixture is intended for installation in accordance with the National Electric Code (NEC) and all 
local code specifications.

• This fixture is for indoor use only.
• Use ONLY the supplied LED driver to power fixture.
• Driver cable is not intended for use through or concealed behind walls, floors, or ceilings.
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2.  The hanging length of the cable (E) for this 
fixture is adjustable.  Hold the fixture canopy 
(A) up against the ceiling to determine the 
desired length before the entire fixture is 
assembled.  

 The cable (E) is held in place by a 
compression fitting (D).  Push up, and hold, 
the fitting’s spring loaded tube (D) to release 
the cable (E) for adjustment.
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Hardware Used

3. Temporarily raise mounting bracket (B) to ceiling. 
Mark location for anchor (DD).  Use 9/32 size drill 
to drill holes for anchor (DD).  Insert anchor (DD) 
into hole. 

1. Unscrew threaded cap (H) from the LED housing 
(G) in order to lower the upper canopy (F).  

x 4AnchorDD

PREPARATION

Before beginning assembly of product, make sure all parts are present. Compare parts with package 
contents list. If any part is missing or damaged, do not attempt to assemble the product. 

Estimated assembly time:  30 minutes to 1 hour
Tools Required for Assembly (not included): Phillips screwdriver, flathead screwdriver, wire strippers, 
electrical tape, ladder, safety glasses.
ASSEMBLY INSTRUCTIONS
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Short Machine
Screw x 2

Hardware Used

Hardware Used

5. Screw anchor screws (EE) through mounting 
bracket (B) and into anchors (DD). 

x 4 EE
Anchor 
Screws

4. Orient the mounting bracket (B) so that the 
preassembled screws are facing away from the 
outlet box (not included).  Connect the mounting 
bracket (B) to the outlet box with short machine 
screws (BB). 

ASSEMBLY INSTRUCTIONS

BB
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6. Connect safety cable located in upper canopy 
(A) to the safety cable loop located on mounting 
bracket (B).

A

B

Safety 
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Safety 
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ASSEMBLY INSTRUCTIONS
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8. Pass upper canopy (A) over the machine 
screws protruding from the mounting bracket 
(B) and secure with threaded knobs (CC).  

Hardware Used

x 3Wire ConnectorAA

7. Wire connection guide: 
Ground wire:

• For installation in the United States:  Wrap 
ground wire from outlet box around ground 
screw preaqssembled on mounting bracket 
(B) no less than 2 in. from wire end. Tighten 
ground screw. If fixture is supplied with a 
ground wire, connect to outlet ground wire 
with a wire connector (AA).

• For installation in Canada:  If fixture is 
supplied with ground wire, wrap ground wire 
around ground screw on mounting bracket 
(B). Tighten ground screw.

 Supply wires:
• Connect the Neutral (White) supply wire from 

the outlet box to the Neutral fixture wire 
(White or Parallel Cord “D” shaped and 
ribbed).

• Connect the Hot (Black) supply wire from the 
outlet box to the Hot fixture wire (Black or 
Parallel Cord round and smooth).

NOTE:  
 Fixture wires will either be: 
 • Black and White. 
 • Parallel Cord SPT-2 lamp wire with one  

  round smooth wire and one “D” shaped          
   ribbed wire.
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ASSEMBLY INSTRUCTIONS

CARE AND MAINTENANCE
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TROUBLESHOOTING

• Always be certain that electric current is turned off before cleaning this item.
• Use a soft, moist cloth with mild non-abrasive soap to clean fixture.  Never use glass cleaner on 
fixture, as it will damage the metal finish.

Fixture does 
not light. 1. Fixture may be wired incorrectly. 1. Check wiring. 

   PROBLEM            POSSIBLE CAUSE CORRECTIVE ACTION

9. Pass lower canopy (F) over the LED housing (G) 
and secure with threaded cap (H). 9
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WARRANTY
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LED Rail, LED Lanterns. LED W all Sconces, LED Pendants and LED Chandeliers for single family 
residences are warranted for one (1) year on the Light Engine and all other electrical components.  

We warrant that our products will be free from defects in material and workmanship for one (1) 
year from the date of purchase by the Original Purchaser.



 Mounting Bracket XBAR83619
 Wire Connector WC001
 Short Machine Screw SCR832X050
 Threaded Knob KLRK-CH
 Anchor AB001
 Anchor Screw AS001

REPLACEMENT PARTS LIST

Printed in China
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LUSTRE À DEL

JOIGNEZ VOTRE REÇU ICI

Numéro de série Date d’achat



CONTENU DE L’EMBALLAGE
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QUINCAILLERIE INCLUSE 
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CONSIGNES DE SÉCURITÉ

Veuillez vous assurer de lire et de comprendre l’intégralité du présent guide avant 
d’assembler, d’utiliser ou d’installer ce produit. 

        AVERTISSEMENT
• IMPORTANT :  Ne faites JAMAIS de travail sans couper l'électricité.
• Rendez-vous au coffre de fusibles principal ou au disjoncteur de votre demeure. Placez 

l'interrupteur principal en position d'arrêt (« OFF ») et dévissez le(s) fusible(s), ou placez 
en position d’arrêt (« OFF ») l'(les) interrupteur(s) des disjoncteurs qui alimentent le 
luminaire ou la pièce dans laquelle vous travaillez.

• Placez l’interrupteur mural en position d’arrêt (« OFF »).   Si le luminaire à remplacer est 
doté d’un interrupteur ou à chaîne, placez-le en position d’arrêt « OFF ».

• Ne touchez pas de DEL chaude.
• Le rendement lumineux de la DEL est assez fort pour blesser les yeux. Il faut prendre des 

précautions pour éviter de regarder directement les DEL sans protéger les yeux pendant 
plus de quelques secondes.

• AVERTISSEMENT : En vertu de la proposition 65 de la Californie : Ce luminaire contient 
des produits chimiques reconnus par l’État de la Californie comme étant la cause de 
cancers, d’anomalies congénitales et d’autres problèmes liés aux fonctions reproductrices.  
Lavez-vous les mains après l’avoir manipulé.

MISE EN GARDE
• Prenez soin de lire et de comprendre toutes les instructions et illustrations avant de 

commencer l’assemblage et l’installation de ce luminaire.
• Si vous avez des doutes à propos de l’installation, ou si le luminaire ne fonctionne pas 

correctement, veuillez communiquer avec un électricien qualifié.
• Toutes les pièces doivent être utilisées tel qu’il est indiqué dans ces instructions.   Ne 

remplacez pas les pièces, n'en laissez pas de côté et ne les utilisez pas si elles sont 
usées ou brisées.  Le non-respect de ces instructions peut annuler l’homologation UL, la 
certification CSA et/ou l'homologation ETL de ce luminaire.

• Ce luminaire est pour une installation conformément au Code national de l'électricité 
(CNE) et toutes les spécifications locales du code.

• Ce luminaire est réservé à une utilisation intérieure.
• Utilisez SEULEMENT le pilote de DEL fourni pour alimenter le luminaire.
• Le câble du pilote ne doit pas être utilisé à travers ni caché derrière les murs, les 

planchers ou les plafonds.
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2.  La longueur du câble de suspension (E) de ce 
luminaire est réglable. Maintenez le pavillon 
(A) du luminaire contre le plafond pour 
déterminer la longueur désirée avant 
l'assemblage complet du luminaire.

 Le câble (E) est maintenu en place par un 
raccord à compression (D).  Poussez vers le 
haut et maintenez le tube à ressort du raccord 
(D) pour libérer le câble (E) et permettre le 
réglage.
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Quincaillerie utilisée

3. Placez temporairement le support de fixation (B) 
au plafond. Marquez les emplacements des 
ancrages (DD). Utilisez une perceuse équipée 
d'un foret de 9/32 po afin de percer les trous pour 
les ancrages (DD). Insérez les ancrages (DD) 
dans les trous. 

1. Unscrew threaded cap (H) from the LED housing 
(G) in order to lower the upper canopy (F).  

x 4Pièce d’ancrageDD

INSTRUCTIONS POUR L'ASSEMBLAGE
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PREPARATION

Avant de commencer l’assemblage du produit, assurez-vous d’avoir toutes les pièces. Comparez les 
pièces dans l’emballage avec la liste du contenu. S’il y a des pièces manquantes ou endommagées, 
ne tentez pas d’assembler le produit. 

Temps d’assemblage approximatif : de 30 à 60 minutes
Outils requis pour l’assemblage (non fournis) : tournevis cruciforme, tournevis à tête plate, pinces à 
dénuder, ruban isolant, échelle, lunettes de sécurité.
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Short Machine
Screw x 2

Quincaillerie utilisée

Quincaillerie utilisée

5. Screw anchor screws (EE) through mounting 
bracket (B) and into anchors (DD). 

x 4 EE
Anchor 
Screws

4. Orient the mounting bracket (B) so that the 
preassembled screws are facing away from the 
outlet box (not included).  Connect the mounting 
bracket (B) to the outlet box with short machine 
screws (BB). 

ASSEMBLY INSTRUCTIONS
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6. Connect safety cable located in upper canopy 
(A) to the safety cable loop located on mounting 
bracket (B).

A

B

Safety 
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Safety 
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Loop
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ASSEMBLY INSTRUCTIONS
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8. Pass upper canopy (A) over the machine 
screws protruding from the mounting bracket 
(B) and secure with threaded knobs (CC).  

Hardware Used

x 3Wire ConnectorAA

7. Wire connection guide: 
Ground wire:

• For installation in the United States:  Wrap 
ground wire from outlet box around ground 
screw preaqssembled on mounting bracket 
(B) no less than 2 in. from wire end. Tighten 
ground screw. If fixture is supplied with a 
ground wire, connect to outlet ground wire 
with a wire connector (AA).

• For installation in Canada:  If fixture is 
supplied with ground wire, wrap ground wire 
around ground screw on mounting bracket 
(B). Tighten ground screw.

 Supply wires:
• Connect the Neutral (White) supply wire from 

the outlet box to the Neutral fixture wire 
(White or Parallel Cord “D” shaped and 
ribbed).

• Connect the Hot (Black) supply wire from the 
outlet box to the Hot fixture wire (Black or 
Parallel Cord round and smooth).

NOTE:  
 Fixture wires will either be: 
 • Black and White. 
 • Parallel Cord SPT-2 lamp wire with one  

  round smooth wire and one “D” shaped          
   ribbed wire.
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ASSEMBLY INSTRUCTIONS

CARE AND MAINTENANCE
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TROUBLESHOOTING

• Always be certain that electric current is turned off before cleaning this item.
• Use a soft, moist cloth with mild non-abrasive soap to clean fixture.  Never use glass cleaner on 
fixture, as it will damage the metal finish.

Fixture does 
not light. 1. Fixture may be wired incorrectly. 1. Check wiring. 

   PROBLEM            POSSIBLE CAUSE CORRECTIVE ACTION

9. Pass lower canopy (F) over the LED housing (G) 
and secure with threaded cap (H). 9
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G



WARRANTY
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LED Rail, LED Lanterns. LED Wall Sconces, LED Pendants and LED Chandeliers for single family 
residences are warranted for one (1) year on the Light Engine and all other electrical components.  

We warrant that our products will be free from defects in material and workmanship for one (1) 
year from the date of purchase by the Original Purchaser.



 Mounting Bracket XBAR83619
 Wire Connector WC001
 Short Machine Screw SCR832X050
 Threaded Knob KLRK-CH
 Anchor AB001
 Anchor Screw AS001

REPLACEMENT PARTS LIST

Printed in China
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