
    

Two Fold
Bath & Wall 3000K

  Fixture Type:
  

Catalog Number:
  

Project:
  

Location:

      Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-91420    20"
 

  3000K
 

   BK/AB    Black/Aged
Brass
 

  17 W
 

  1800
 

  1017
 

      Example:  WS-91420-BK/AB

For custom requests please contact customs@waclighting.com
 

DESCRIPTION
 

  Perfectly proportioned. Two geometric blocks of etched acrylic serve as ideal
diffusers for this sleek linear vanity luminaire. The handsome rectangular
backplate integrates a blackfinish with aged brass accents.
 

FEATURES
 

• Driver concealed within the canopy
 
  

  SPECIFICATIONS

  Color Temp: 3000K

  Input: 120/277V,50/60Hz

  CRI: 90

  Dimming: ELV: 100-10% ,TRIAC: 100-5%

  Rated Life: 50000 Hours

  Mounting: Can be mounted on wall vertically or upside down

  Standards: ETL, cETL,Title 24 JA8 Compliant

Damp Location Listed

  Construction: Extruded aluminum body and etched acrylic diffuser
  
  

  

 FINISHES:

Black/Aged
Brass

 LINE DRAWING:
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Two Fold
Bath & Wall 3000K

  Fixture Type:
  

Catalog Number:
  

Project:
  

Location:

      Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-91427    27"
 

  3000K
 

   BK/AB    Black/Aged
Brass
 

  19 W
 

  2000
 

  1162
 

      Example:  WS-91427-BK/AB

For custom requests please contact customs@waclighting.com
 

DESCRIPTION
 

  Perfectly proportioned. Two geometric blocks of etched acrylic serve as ideal
diffusers for this sleek linear vanity luminaire. The handsome rectangular
backplate integrates a blackfinish with aged brass accents.
 

FEATURES
 

• Driver concealed within the canopy
 
  

  SPECIFICATIONS

  Color Temp: 3000K

  Input: 120/277V,50/60Hz

  CRI: 90

  Dimming: ELV: 100-10% ,TRIAC: 100-5%

  Rated Life: 50000 Hours

  Mounting: Can be mounted on wall vertically or upside down

  Standards: ETL, cETL,Title 24 JA8 Compliant

Damp Location Listed

  Construction: Extruded aluminum body and etched acrylic diffuser
  
  

  

 FINISHES:

Black/Aged
Brass

 LINE DRAWING:
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