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Use the hex keys in the box. 

Please use a Phillips screwdriver. 

You may need to use a drill for this step. 

Wearing protective gloves is recommended.

Two or more people are required at this stage. 

Do not tighten screws all the way for now. 

(Not Included)Required tools

Safety google

Safety HAT

Stepladder
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Step 1:
Set up poles (Part A) with Plates (Part B) 
using screws 1# as shown in diagram.
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Step 2:  Connect Part C and C1 into one beam using screws 1# 
as shown in diagram.

Connect Part C2 and C3 into one beam using screws 1# as shown 
in diagram.
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Step 3:  Use screws 1#  2# 3# to connect poles and beams
                     together as shown in diagram.
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Step 4:  Affix the frame with Corner Solidifying Bars 
                   (Part L and L1) by using Screws 1# as shown in 
                   diagram.
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Put 6 hooks to each slot of
sidewall track (part C&Part C1)

Put 7 hooks to each slot of
sidewall track (part C2&Part C3)

After finish hooks into tracks,
then put AA to lock them.
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Step 6:  Finish connecting beams using  Corner Covers
                    (Part M) and screws 4# as shown in diagram.

Affix middle beams using joint cover (Part N) and screws
4# &5# as  shown in diagram.
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Step 8:                            

Connect the Inside roof  
connector (Part Q) with the 
Corner Roof Bar (Part D) 
using Screws 1# as shown in 
diagram.

Affix the supporting part(Part P)
with corner roof bar using 
screws 1#

Set up roof frame.Step 7:  

                                                       Attach the Corner Roof Bar 
                                                        (Part D) and main frame using 
                                                        Screws  1# as show in diagram.
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Step 9:

Attach Roof Bars (Part E) to inside roof connector and
 main beam using  Screws 1#&2# as shown in diagram.
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Step 10:

Connect the Outside Roof
Connector (Part Q1) to
inside roof (Part Q)
using screw 2# as 
shown in diagram. 

Affid Finishing Bars (Part F,F1&F2) to roof bars(Patrt D&E) using Finishing 
End (Part R&R1) and Screws 1#&2# as shown in diagram.
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        Insert Panels (Part T,T1,T2) into the slots of roof bars as shown 
       in diagram.

Step 12: 

Affix Finshing Bars (Parts G,G1&G2) to  Roof Bars (Part E&D) 
using Finishing End (Part R&R2) and Screw 1#as shwon in diagram. 
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Step 13: Affix Roof Bars (Part H&H1) to Beam using supporting
part (Part S) and Screws 1# as shown in diagram.

Insert Roof Bars (Part H&H1) to the slot of Corner
Roof Bar (Part D) as shown in diagram.
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Step 14: Affix Solidifying Bars (Part J&J1) to Corner 
Roof Bar (Part D) using screw 1# as shown in diagram.

Affix Solidifying Bars (Part J&J2) to Roof Bar (Part E) 
using screw 1# as shown in diagram.
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Start from V and install clockwisely in sequence piece by piece, only

W and  W1 can joinly insert into the slot. Fit the V2 and V3 from top 

to the slot. 

Attention:

Overall Roof Assembly



Step 15:
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1. Insert V into the slot of H and E, then put 
V2 from above to the slot and join with V.

Connection between V&V2,V1&V3,W&W1           

Join W1 and W, then insert into the slot of E

2. Only when sheet metal fit well into 
the slot, then install part Y to fix it.



Step 16:

Affix Finishing bars （Part K,K1&K2) to
 roof bars using Finishing End (Part R&R2) 
 and screws as shown in diagram. 
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Step 17 : Hang up solid sidewall as shown in diagram.
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In the end check all screws are fixed tightly before using.
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